
PURISSIMA HILLS WATER DISTRICT 
LOS ALTOS HILLS, CALIFORNIA 

 
 
 
 
 
 
 
 
 
 
 

STANDARD SPECIFICATIONS 
AND  

STANDARD DRAWINGS 
 
 

February 2010 
 
 

 
 
 
 
 
 
 

 
 

VERSION 10.0 



 

 
STANDARD DRAWINGS 

 



PURISSIMA HILLS WATER DISTRICT 
STANDARD SPECIFICATIONS AND DRAWINGS 

TABLE OF CONTENTS 
 

STANDARD DRAWINGS 
 

TOC Page i 

Description 
 Standard 

 Drawing No. 

1” Service Connection 
 

PH-1 

1 1/2 “ – 2” Service Connection 
 

PH-2 

Typical Meter Box Locations 
 

PH-3 

Gate Valve Assembly 
 

PH-4 

Gate Valve Marker Post 
 

PH-5 

Thrust Restraint- Thrust Block Details 
 

PH-6 

Trench Section – Type A Paved Areas 
 

PH-7 

Trench Section – Type B Graveled Areas/Road Shoulders 
 

PH-8 

Trench Section – Type C Unimproved Areas 
 

PH-9 

Trench Section – Type D Town of Los Altos Hills Pathway 
 

PH-10 

Trench Section – Type E 2-Sack Slurry 
 

PH-11 

Fire Hydrant Assembly 
 

PH-12 

1” or 2” Combination Air Valve 
 

PH-13 

1” Air/Vacuum Valve 
 

PH-14 

Blow-Off Assembly 
 

PH-15 

Minimum Pipe Separation Requirements 
 

PH-16 

Pipe Crossing Assembly 
 

PH-17 

Trench Dam 
 

PH-18 

End of Line Anchor 
 

PH-19 

Fire Service Connection Requirements 
 

PH-20 

Residential Reduced Pressure Backflow Preventer Assembly 
 

PH-21 

Bollard Detail 
 

PH-22 

Fire Hydrant Retaining Wall 
 

PH-23 

1” Sampling Station  PH-24 








